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Overview

Hydraulic casing tongs for make-up and break-out, with torque monitoring options for the required operation.

Selection

Select by equipment model, pipe diameter, rated load or torque, and connection dimensions. Check each size within the same series
separately.
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Technical Specifications

S/N Parameters Model TQ346/25 TQ346/35 TQ346/55 TQ365/108

1 Pipe O.D.
mm Φ60.3-Φ346 Φ60.3-Φ 346 Φ60.3- Φ346 Φ60.3-Φ 365

in 2-3/8-13-5/8 2-3/8 ~13-5/8 2-3/8 ~13-5/8 2-3/8-14-3/8

2 Rated working
pressure

MPa 17.5 17.5 17.5 17.5

psi 2500 2500 2500 2500

3 Rated flow
L/min 123 123 123 123

gpm 32.5 32.5 32.5 32.5

4 Max. torque of low
gear

N.m 25000 35000 55000 108000

ft.lbs 18436 25815 40570 80000

5 Max. torque of high
gear

N.m 6263 8535 9460 12000

ft.lbs 4620 6295 6978 8850

6 Tong-head speed High gear rpm 89 47 42 36

Tong-head speed Low gear rpm 21 13 10 10

7 Overall dimensions mm 1360×865×560 1360×865×785 1360×865×785 1900×1100×1150

Overall dimensions in 53.5×34.0×22.0 53.5×34.0×30.9 53.5×34.0×30.9 75 × 43.5 × 45

8 Weight kg 450 490 505 1500/3300

Weight lb 990 1078 1111 3300/5720

Remarks Hydraulic single-
motor

Hydraulic dual-
motor

Hydraulic dual-
motor

Plunger hydraulic
motor


